9. ST.CLAIRRIVER

) Chart Datum, St. Clair River.-Depths and vertical
clearances under overhead cablesand bridgesgivenin thischap-
ter are referred to the sloping surface of the river corresponding
toalLakeHuronstageof 577.5feet (176.0 meters) and alake St.
Clair stageof 572.3feet (174.4 meters) abovemeanwater level at
Rimouski, Quebec, on International Great Lakes Datum 1985
(IGLD 1985), which elevations are the planes of Low Water Da-
tumfor thetwolakes. (See Chart Datum, Great L akes System, in-

dexed as such, chapter 1.)

@ General description.—St. Clair River is about 39 miles
long from Lake St. Clair via St. Clair Cutoff Channel and South
Channel to the head of the river at Lake Huron. The lower 11
miles of theriver isabroad delta through which numer ouschan
nelsflow into Lake St. Clair. St. Clair Cutoff Channel and South
Channel form the main navigation route through the delta and
connect with the dredged channel across Lake St. Clair. The up-
per river, above Chenal Ecarte, isgener ally asingledeepchannel,
except where obstructed by Fawn Island and Stag Island. The
banks of the river are clay and sand and usudly quite steep.

) Canadian Waters.—St. Clair Flats Canal isimmediately
W of thelnternational Boundary, i.e, isin U.S. waters. At the
lower end of South Channel, the International Boundary isal-
most center lineof thechannel andwhenpro ceedingupstreamthe
Boundary staysap prox i mately center linethefull length of the St.
Clair River to its head at Lake Huron.

@ Channés—The chan nel through St. Clair River hasbeen
improvedin placesby dredging. TheFed eral project depthinthe
river is 27 feet.

o) Dangers.-In October 1999, a sunken wreck, covered 28
feet, wasre ported in the St. Clair River about 350 feet E of Fort
Gratiot Range Front Light in about 42°59'36"N., 82°25'34"W.

©® Fluctuations of water level.—Each year the St. Clair
River hasaseasonal riseandfall of about 1 foot, generally incon
sonance with the seasonal vari ationsof LakeHuron. Highwinds
may cause rapid fluctuations of up to 2 feet above or below nor-
mal.

0] Currents, &. Clair River.—The following currents are
based on averages of water flow through the entire cross section
of theriver, that is from bank to bank and from the surface to the
bottomduringnor mal flow condi tions. Nor mal water flow condr
tions are en coun tered when thereisnowind, LakeHuronisat a
stage of 578.9 feet (176.4 meters), and Lake St. Clair isat astage
of 573.9feet (174.9 meters) above mean water level at Rimouski,
Quebec, onInter national Great LakesDatum 1985 (IGLD 1985),
that is 1.4 feet (0.4 meter) and 1.6 feet (0.5 meter above their re-
spective Low Water Datums. The current encountered at mid-
streamisusually about 1.5timestheav er agevelocity. Greater ve
locities may be expected when the difference between the lake
levelsisgreater, or the lake stages are higher.

® Currentsfor thefollowing locations in the St. Clair River
are given at high water flow of 230,000 cubic feet per second
(cfs), medium water flow of 188,000 cfs, and low water flow of
130,000 cfs, respectively.

©  Algonac: 2.0 mph (1.7 knots), 1.6 mph (1.4 knots), and
1.3 mph (1.1 knots)

(100  Port Lambton: 2.0 mph (1.8 knots), 1.7 mph (1.5 knots),
and 1.3 mph (1.1 knots)

(11 Marine City: 2.0 mph (1.7 knots), 1.6 mph (1.4 knots),
and 1.3 mph (1.1 knots)

(120 St.Clair: 2.2 mph (1.9 knots), 1.8 mph (1.5 knots), and 1.4
mph (1.2 knots)

(13) Marysville: 1.9 mph (1.7 knots), 1.6 mph (1.4 knots), and
1.3 mph (1.1 knots)

(14) Point Edward: 3.9 mph (3.4 knots), 3.3 mph (2.9 knots),
and 2.5 mph (2.2 knots).

(15) Therapidssectionex tendsfrom about 1,000 feet aboveto
200 or 300 feet below the Blue Water Bridge. During periods of
sustained high N to NE winds on Lake Huron, velocities in the
upper St. Clair River are increased.

(16) lce.—The only need for icebreaking in the St. Clair River
occurs when the ice bridge that forms across the S end of Lake
Huron breaksand thebro ken massof icetrav elsdowntheriver to
the lower end where it meets the natural ice cover and forms a
massiveicejam. Whenthisoc curs, icecanclogtheentire27-foot
depth of the channd and cause serious flooding. (See Winter
Navigation, chapter 3.)

@17 Navigationregulations.—TheStateof Michi ganenforces
the following speed limits for recreational craft within its juris-
dictional bound ariesfrom the mouth of Black River down stream
tothemouth of St. Clair River: slow-nowakefor vesselslessthan
26 feet long within 200 feet of any shore, dock, or pierhead, and
slow-no wake for ves sels 26 feet or lon ger within 600 feet of any
shore, dock, or pierhead.

(18) A vessel traffic reporting system and related navigation
regulationshavebeenestablishedfortheconnectingwatersfrom
Lake Erie to Lake Huron. (See 33 CFR 162.130 through
162.140, chapter 2, for regulations.)

(19) Pilotage—The waters of St. Clair River are Great Lakes
designated waters; registered vessels of the United States and
foreign vessels are required to have in their service a United
Statesor Canadianregisteredpilot. Registeredpi lotsfor St. Clair
River are supplied by Lakes Pilots Association. (See appendix
for address.) Pilotexchange points are just below the Ambassa-
dor Bridge in Detroit River and off Port Huron at the head of St.
Clair River in about 43°05'30"N., 82°24'42"W. The pilot boat in
Detroit River, JW. WESTCOTT Il, hasablack hull encir cled by
an orange band and a white cabin with the words “U.S. Mail” in
black letters. Three pilot boats are at Port Huron: HURON
BEL LEhasaninter national or angehull withanalumi numcabin,
and HURON MAID and HURON LADY each have an interna-
tional orange hull with a white cabin. (See Pilotage, chapter 3,
and 46 CFR 401, chapter 2.)

(20) Charts 14850, 14852, 14853.—St. Clair River flows S
from Lake Huron and emptiesintothe NE side of Lake St. Clair.
The mouth of the river is an extensivedeltaprovidingnumer ous
outlets into the lake.

21y The following is extracted (partial) from Canadian
Sailing DirectionsCEN304, Chapter 3, St. Clair River. Itisto
be noted that the units of miles are nautica miles.

(220 Chenal Ecarte (also known as The Snye), branches
eastwards from S..Clair River at Baby Point (42°38'N.,
82°30'W.), 1.8 miles NNE of Russell Island. The main route to
Wallaceburg is via Chenal Ecarte and SydenhamRiver, which
flows into Chenal Ecarte 6 miles SE of Baby Point. Consult the
appropriate local authority, which is the Base Manager, Cana-
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9. ST.CLAIRRIVER 219

dian Coast Guard Base, Amherstburg, Ontario, for the latest
depth information.

(230 TheBoatingRestrictionRegulationsprovideaspeedlimit
of 8 km/h (4.3 knots) on Chenal Ecarte and Sydenham River as
far asDresden, whichis 10 mileseast of Wallaceburg. This speed
limit reduces wake damage to dykes and low farmland.

(24 Thecurrent in Chenal Ecarte sets east and south from S.
Clair River to Lake &. Clair. Rates of up to 1.2 knots have been
reported in Chenal Ecarte whereit leaves . Clair River.

(25 Chenal Ecarterangelights, in line bearing 138.5°, areon
the south shore of Chenal Ecarte near itsjunction with &. Clair
River. Thefront light (746) is shown from a white cir cular tower,
12 feet (3.7 m) high, with a fluorescent-orange triangular
daymark with a black vertical stripe. The rear light (747) is
shown from a white circular tower, 26 feet (7.9 m) high, with a
fluorescent-orange triangular daymark with a black vertical
stripe. The lights are visible only on the range.

(26) Therearetwelve daybeaconsfrom1 mileinsidethenorth
entranceof Chenal Ecartetothe Sy denhamRiver junction; eight
of these are starboard hand and four port hand. Most of these
daybeacons mark turns in the channel.

(2 There are facilities for small craft on the north side of
Chenal Ecarte, 0.4 mile east of the junction with . Clair River.

(28) . Clair Boating and Marine had depths of 6 feet (1.8 m)
in 1994 and offered dockage with power and water, pump out,
ramp, boat hardware, repairs and salvage, 20 tonne hydraulic
trailer, newand used boat and mo tor salesand ser vice, water taxi
service, picnic area, pay phone and showers.

(299 EcarteMarinehad depths of 6 feet (1.8 m) in 1994 and of-
fered dockage with power and water, pump out, ramp, repairs
and sal vage, 20 tonne hoist, mast step per, new and used boat and
motor sales and service, water taxi service, picnic area, pay
phone, showers, laundromat, boat hardware, ice and gasoline,
and monitored VHF Channel 68.

(30) Theswing bridge on Chenal Ecarte at Wal polelslandvil-
lage is operated by the Department of IndianAffairs and North-
ernDevel opment. Thebridgehasaver ti cal clear anceinaclosed
posi tion of 14 feet (4.3 m); the chan nel leadseach side of thecer+
tral pier.

(31)p Two sub merged ca blescross Chenal Ecarte0.15 mileNW
of the swing bridge; there are other submerged power cables
near the bridge.

(32 A water tower 0.8 mile WSW of the swing bridge is
painted blue and has an elevation of 164 feet (50 m).

(33 Atapoint 5 milesfromthe &. Clair River end of Chenal
Ecarte, Johnston Chan nel flows south, windingand nar row, for
11.5 miles to the marshy flats of Lake &. Clair.

(34 TheBoatingRestrictionRegulationsprovideaspeedlimit
of 8 km/h (4.3 knots) on Johnston Channel from 42°34'N. to its
junction with Chenal Ecarte.

35) The marshy land lying east of Johnston Channd is St.
Anne | sland; thisis an Indian reserve.

(36) The distance from &. Clair River to Sydenham River
(42°34'N., 82°25'W.) by Chenal Ecarte is 8.5 miles. From this
point, Chenal Ecarte winds south ward for 8 milestoits Lake S.
Clair outlet at Martin Idand in Mitchells Bay.

@37 Caution.—Two cablefer rieson Chenal Ecartecarryfarm
produceand farmvehi cles; oneis1.2 milesNWof the Sydenham
River junction, and theother is 1.7 milessouth of thejunction. To
avoid striking the submerged cables, vessdls are cautioned to
keep well clear of theferry whenitisin transit.

(38) Blue Water Shiloh Park, on Chenal Ecarte 1 mile NW of
thejunc tionwith Sy den hamRiver, had depthsof 2to 7 feet (0.6 to
2.1m)in 1994 and of fered dockage, ramp, canoerent als, tent and
trailer camping, picnicarea, pay phone, drinkingwater, showers,
|aundromat, ice and snack bar.

(39) An overhead power cable with a clearance of 20 feet (6.1
m) isreported to cross Chenal Ecarte 1.5 miles below thejunc-
tion with Sydenham River.

(40) Thereisaconspicuousmi crowavetower 0.8 mile NNWof
the Chenal Ecarte junction; it isared and white skeleton tower,
262 feet (79.9 m) high and el evation 308 feet (94 m), with air ob-
struction lights.

(41) A submerged pipeline crosses Sydenham River 0.7 mile
NE of the Chenal Ecarte junction.

(420 A Pub lic wharf on the NW shore of Sydenham river, 1.2
miles NE of the Chenal Ecartejunction, is 134 feet (40.8 m) long
with an elevation of 9 feet (2.6 m). In 1994, the wharf had a least
depth of 10feet (3m) andwasin astate of disrepair, withagroup
of piles 3 feet dry (0.9 mdry) at the south outer cor ner and piles
awash at the north outer corner. There are no facilities at the
wharf, andtheland ad ja cent toitisover grown (1994). Thereisa
turning basin close upstream of the wharf.

(43) TheSeysGrainEl evator berthisonthe SE shore, opposite
the Public wharf. This berth is 450 feet (137.2 m) long and con-
sistsof a6woodendol phinswithel evationsof 13feet (4m); there
were depths of 13 to 18 feet (4 to 5.5 m) in 1994, and it was re-
ported that no ships had used the berth in recent years.

(449 The town of Wallaceburg, with a population of 11,846
(1991), is on Sy den ham River 2.3 miles NE of the Chenal Ecarte
junction. Theriver at Wallaceburg is 200 feet (61 m) wide.

(45) A CSX Transportation railway swing bridge crosses the
river at Wallaceburg; thereisawidth of 50 feet (15.2 m) between
the channel piers. This bridge remains open except when closed
for railroad traffic. A pedestrian lift-bridge crosses the river 0.5
milenorth of therail way bridge. The Lord Selkirk high way swing
bridgeliesbetweentherail way bridgeand thepedestrianbridge.
There is a swing bridge for highway traffic at Libby Street and
Basdline Road, 0.5 mile downstream of the railway bridge; its
opening schedule is planned to coincide with that of the Lord
Sdlkirk bridge.

(46) Thereisaberthingareaanddlip onthe SE shoreup stream
of the Libby Street and Baseline Road swing bridge. In 1996, this
dlip was being developed as a marina and was reported to have
depths of 3 to 4 feet (0.9 to 1.2 m).

(479 Wallaceburg is a Customs vessd reporting station for
pleasure craft.

(48)  Wallaceburg Municipal Marina offered overnight dockage
at 8 locations in downtown Wallaceburg in 1994; most of these
wharves are on the NW shore between the Lord Selkirk bridge
andthe pedestrian bridge, with depths, at the James Sreet wharf,
of 4to 14 feet (1.2t0 4.3 m). Power at the docks, showers, ice, and
picnicar easwithbar becueswereal soavail able. All thefacil i ties
of the town are within walkingdistance.

(49) Thereisalaunching ramp onthe SE shore at the foot of
Wallace Street and Huron Street.

(50) St.Clair Cut off Chan nel,the main vessel routethrough
the St. Clair River delta, ex tends ENE from the N end of Lake St.
Clair ship chan nel for about 6 milesbetween Seaway |land and
Bassett Island toitsjunc tion with South Chan nel at the SE end of
Harsens Idand. The channel ismaintained by theCanadian Gow
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ernment and is well marked by lighted and unlighted buoys,
lights, and a064°15' lighted range on Squirrel 1sland.

(51) Threediked disposa areas are on the SE side of Seaway
Island. Barge landing docks are at the center and E areas. The
center and E disposal ar eas are each marked by alight.

(52) St.Clair Flats Canal ex tendsfromthe N end of Lake St.
Clair ship channd NE for about 1.7 miles along the SW end of
Seaway |sland to the junction with South Channel. Thecanal is
marked by lighted and unlighted buoys, a light, and a 041°
lighted range. South Chan ndl ex tendsfromtheN end of St. Clair
Flats Canal along the NW side of Seaway Idand and bends E
along the S shore of Har senslsland, M1 to the junctionwith St.
Clair Cutoff Channel at Southeast Bend. This section of South
Channd iswell marked by lights.

(53) St. Clair Flats Canal and South Channel below Southeast
Bend have good available depths but have not been maintained
for deep-draft navigation since completion of St. Clair Cutoff
Channdl. The U.S. side of South Channdl has been extensively
devel oped with summer cot tagesand small-craft land ings.

(54) Caution.—The earth dike along the SE edge of St. Clair
Flats Canal S entrance is reported to be submergedduring peri-
odic high water condi tions. Itisreported that sev eral small boats
have struck the dike when it was submerged. A large dayboard
with the words Danger Submerged Jetty marks the approximate
point where the jetty submerges.

(55)  From the junction with St. Clair Cutoff Channel, South
Chan nel leadsNNE for about 6.5 milesto thejunctionwith North
Channel. The channel is well marked by lighted and unlighted
buoys, lights, and lighted ranges, andismain tained at the Fed eral
project depth of 27 feet.

(s6) Currents.—Vessels transiting South Channel are advised
tofavor theE sideof thechan nel N of Russdll Island, becausethe
current flows strongly from the main river channd into North
Channel.

(57 Russdl Idand, M1, is on the W side of South Channel
just below the junction with North Channel. A shallow bank ex-
tends about 0.5 mile NNE from the head of theisland. A lighted
buoy marks the NE side of the shoal .

(58) North Channel, the northwesternmost part of the St.
Clair River delta, branches W from theriver just N of Russell I's
land, flows along the N side of Harsens Island and Dickinson | s-
land, and emptiesintothe E sideof Anchor Bay. Theout let of the
channel in the shallow water of Anchor Bay is well marked by
buoys. Two irregularly shaped diked disposal areas front the
channel on the N side of Dickinson Island.

(59) Chenal A Bout Rond branches SW from North Channel
at the W end of Dickinson Island and flows into Anchor Bay.

(60) Middle Channel leads SW from North Channe between
Harsenslsland and DickinsonIsland. Theout letinLake St. Clair
is marked by lighted and unlighted buoys. A 22-acre diked dis
posal areaison the W side of Harsens Island about 1.2 miles be
low the junction with North Channel.

(61) Algonac, Mich., isasummer resort at the head of North
Channdl opposite Russell Idand. Marinas at Algonac provide
transient berths, gasoline, diesel fuel, water, ice, sewage
pump-out, marinesup plies, and alaunchingramp. A 50-foot ma
rinerail way and hoiststo 25tonsareavail ablefor hull andengine
repairs. Ferriesop er atefrom Algonacto Harsenslsland, Russell
Island, and Walpole Island, Ont.

(62) Algonac isacustoms station.

ST. CLAIRRIVER

63 Quarantine, cusoms, immigration, and agricultural
guar antine.—(Seechapter 3, Viessel Arriva Inspections, and ap-
pendix for addresses.)

(64 Quarantine is enforced in accordance with the regula-
tions of the U.S. Public Health Service. (See Public Health Ser-
vice, chapter 1.)

65 A slow-no wake speed is enforced on the channels and
canals at Algonac.

66 Ferry—A ferry landing is on the NW side of Walpole |s-
land, Ont., opposite the upper end of Russell Island, M1. Break-
waters protect the 105-foot wharf on the N and S sides. A light
marks the W end of the detached N break water. A ferry oper ates
from the wharf to Algonac, MI.

67 Fromthejunctionwith North Chan nel, the dredged chan-
nel of the St. Clair River extends upstream for about 7 milesto a
point about 1.3 miles above Fawn Island. Thechan nel passesW
of Fawn Isand and is well marked by lighted buoys and lights.
Thechannel ismaintained at theFed eral project depth of 27 feet.

68 Port Lambton, Ont., avillage on the E side of the river
about 1 mile above the junction with Chenal Ecarte, has a
125-foot Government wharf with a reported depth alongside of
about 12 feet. A ferry operates from the wharf acrosstheriver to
Roberts Landing. A marinais close S of the Government wharf.
A Canadian customs vessd reporting station is at Port
Lambton.

(69 Raberts Landing, Mich. is on the W side of the river 3
miles above Russell Idand. A ferry operates across the river to
Port Lambton.

(70)  About 1.7 miles above Port Lambton, a shoal with aleast
depth of 15 feet is in midriver along the E limit of the dredged
channdl. A lighted buoy off the Send of the shoal marksthelimit
of the dredged channel.

(7 Fawn Idand, Ont., is off the Canadian side of the river
about 3 miles above Port Lambton. Shoals with depthsto 1 foot
ex tend 0.4 mile SSW and NNE fromtheisland. A buoy marksthe
Send of the shoals Sof Fawn Island. A shoal with aleast depth of
5 feet extends along the E limit of the dredged channel from
about 0.3to 1.3 milesN of Fawn Island with a deep channel be-
tween. An unmarked channel with aleast depth of about 18 feet
passes E of Fawn Island and the shoals. The channel is slightly
winding and is not frequently used; the dredged channel W of
Fawn Islandisthepreferred route.

(7 MarineCity, Mich.,isonthe W side of theriver 7 miles
above Russ| Idand. Belle River flows S through the town and
emptiesintotheSt. Clair River NW of Fawn Island. A ferry oper
ates between Marine City and Sombra, Ont.

(73 Channels—n October 2001, the controlling depthswere
4.6 feet (5.5 feet at midchannel) from the mouth of Belle River to
the Bridge Street bridge, thence 2.0 feet (2.6 feet at midchannel)
to the Broadway bridge. The channd is subject to shoaling.

(74 Bridges.—Bridge Street bridge, about 0.5 mile above the
mouth of BelleRiver, hasa28-foot fixed W spanwith aclear ance
of 13 feet. Broadway bridge, about 1.1 miles above the river
mouth, has afixed span with a clearance of 7 feet. Several over-
head cablesinthelower 2 milesof theriver havealeast clear ance
of 37 feet.

(7 MarineCity isa customs station.

(76 Quarantine, cusoms, immigration, and agricultural
guar antine.—(Seechapter 3, Viessel Arriva Inspections, and ap-
pendix for addresses.)
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(77 Quarantine is enforced in accordance with the regula-
tions of the U.S. Public Health Service. (See Public Health Ser-
vice, chapter 1.)

(78) Harbor regulations—A slow-no wake speed is enforced
on the Belle River. The Marine City Chief of Police acts as
harbormaster and enforces the regulations of St. Clair County
and the State of Michigan. Copies of the regulations may be ob-
tained from the chief of police.

(79 Wharf.-McLouth Yards, Inc. receives crushed limestone
and coal at awharf onthe W side of the St. Clair River just below
the mouth of Belle River. There is 1,200 feet of berthing space
alongthereinforced nat ural bank with areported depth of 35feet
alongside and a deck height of 5 to 8 feet. The facility has 12
acres of open storage.

80  Small-craft facilities—Marinas on the W side of the
BelleRiver within0.5mileof themouth providegasoline, diesel
fuel, water, ice, electricity, sewage pump-out, marine supplies,
and alaunching ramp. A 20-ton hoist can handle 42-foot vessels
for hull, engine, and electronic repairs.

81 Ferry.—A ferry operates year round, depending on ice
conditions, from Marine City, about 0.6 mile NNE of the mouth
of Belle River, across the St. Clair River to Sombra, Ont.

(82 Sombra, Ont.,isontheE sideof the St. Clair River op po-
site Marine City, MI.

83 The following is extracted (partial) from Canadian
Sailing Directions CEN304, Chapter 3, St. Clair River.

(84 Sombra (42°43'N., 82°29'W.), population 420 (1981), is
on the east shore 0.6 mile NNE of Fawn Island.

(85) Sombra is a Customs land border reporting station for
passengers,general public,andcommer cial highwaytraffic,and
isa vess reporting station for pleasure craft.

(86) A ferry serves Sombra and Marine City, Michigan, year
round, dependingonicecondi tions. Thisisthe BlueWater Ferry.

87 SombraPublicwharf, at the outer end of a causeway 230
feet (70.1 m) long and 20 feet (6.1 m) wide, is used by the Blue
Water Ferry. The south face is 250 feet (76.2 m) long and is
skirted by 23 pilings; berthing at this south wall is prohibited.
The inner SE face, 82 feet (25 m) long, has 9 pilingswithel eva
tionsof 12 feet (3.7 m) and depths of 4 feet (1.2m) in 1994. On the
outer face, north of theferry dip, thereisa 50-foot (15.2 m) sec-
tion of wharf with depths of 10to 13 feet (3to4m) in 1994, and a
depth of 3 feet (0.9 m) along the north face of thewharf. Thereisa
Canadian Coast Guard Emergency Response building with ail
spill contain ment equip ment onthe south side of thewharf, and a
Customsofficeon the north side.

(89 Therearenofacilitiesor shel ter for small craft at Sombra
Public wharf.

(899 From a point 1.3 miles above Fawn Isand, the channel
through the St. Clair River is a natural deepwater channel 0.2 to
0.4 milewide up stream for 6.5 milesto thelower end of St. Clair
Middle Ground. The channel is marked by lighted buoys and
lights.

(90) At Stokes Point, Ont., (42°44.1'N., 82°28.7'W.), about
1.5 miles above Sombra, there is a ruined wharf. The wharf is
marked by alight at its SW corner.

(91) Detroit Edi son Co. hasapowerplant withtwowharveson
the W side of the St. Clair River about 2 miles above Stokes
Point. Sev eral stacksat theplant arepromi nent, and pri vatelights
mark the up per and lower ends of the wharf area.

(92  Wharf 1: 500 feet below Dock Upper Light; about 400
feet of berthing space; 16 feet reported alongside; deck height,

about 8v%feet; stor agetanksfor over 11 mil liongal lonsof #2 and
#6 fuel ail; receiptof fuel oil and bunkering vessels.

93 Wharf 2: adjacent N of Dock Lower Light; 1,069 feet of
berthing space; 29 feet re ported along side; deck height, 82 feet;
open stor agefor over 2%2mil liontonsof coal; tworeceiv ing hop-
pers, operating rates 2,400 and 10,000 tons per hour; receipt of
coal and bunkering vessels.

(9499 Overhead power cables with clearances of 154 and 163
feet crosstheriver just aboveand 1.8 milesabovethe Detroit Edi-
son Co. wharves, respectively.

(95) OntarioHydroLambtonGener atingStation, ison the
E side of the river about 2 miles above the Detroit Edison Co.
wharves. The coal wharf, 1,000 feet (305 m) long, had a depth of
30 feet (9.1 m) in 1994.

(96) St. Clair, Mich., is on the W side of the river about 7.5
miles above Marine City. Pine River is astream 100 to 150 feet
wide, emptying into the St. Clair River near the S limits of the
city. The St. Clair Inn and Country Club 0.5 mile N of the mouth
of Pine River are prominent.

(97  In October 2001, the controlling depth in Pine River was
1.5 feet (4.0 feet at midchannel) in the dredged channd from the
mouth of the river to the upstream limit of the Federa project,
about 1 mileabovethemouth. Thechannel issubject to shoal ing.

(98) Bridges—Riverside Avenue (State Route 29) bascule
bridge, just above the mouth of Pine River, hasaclear anceof 11
feet. (See 33CFR 117.1through 117.59 and 117.643, chapter 2,
for drawbridge regulations.) The Port Huron and Detroit Rail -
road bridge about 2 miles above the river mouth hasaswing span
with a clearance of 11 feet. Several overhead cables cross the
river.

(99) A slow-no wake speed is enforced on the Pine River.

(1000 Wharf.—Cargill Salt Co. receives salt and coal at a wharf
on the W side of the St. Clair River just below the mouth of the
Pine River. The wharf has 1,085 feet of berthing space with re-
ported depths of 16 to 19 feet along side and a deck height of 7%
feet. The wharf has 1.1 acres of open storage for 55,000 tons of
coal and 7,500 tons of salt.

(101) Small-craftfacilities.—Thecity of St. Clair and the Mich-
igan State Waterways Commission havejointly devel oped dock
ing and launching facilities on the Pine River immediately
upstream of the RiversideAvenue bridge. Transient berths, gaso-
line, diesdl fuel, water, el ectricity, sew agepump-out facil i tiesand
harbormaster services are available. The harbormaster monitors
VHF-FM channels9 and 16. In July 2001, depths of 5 feet were
reportedavail ableatthefacil ity. Another facil ity ontheW sideof
theriver about 1.4 milesabovethe mouth providesgasoline, die
sa fuel, water, ice, electricity, marine supplies, sewage
pump-out, and a launching ramp. A 30-ton hoist is available for
hull, engine, and electronic repairs.

(102) St.Clair Mid dleGround,ashoal with aleast depth of 1
foot, isinmidriver from just below the mouth of Pine River N for
about 1.5 milesto op po site M ooretown, Ont. Lighted buoysmark
the shoal at its upper and lower ends and on the W side.

(103) From the lower end of St. Clair Middle Ground, the
dredged channel of the St. Clair River leads W of the middle
ground and up stream for about 12.5 milestojust abovethe mouth
of the Black River, thence for about 1.5 miles through natural
deep water to the head of theriver at Lake Hu ron. Thissection of
theriver ismarked by lighted and unlighted buoys and lights, and
is maintained at the Federal project depth of 27 feet.
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(104) Downboundvesselsshouldex er cisecautionwhennegoti-
ating the westerly turn at the upper end of St. Clair Middle
Groundto avoid strik ing these shoal s. The chan nel to the E of the
middleground, for merly for upbound channel, hadacontrol ling
depth of 24 feet in 1961, but is not being maintained.

(105) Courtright, Ont.,isavil lageontheE sideof theriver op
positeSt. Clair, MI. ThePublic wharf, is 180 feet (54.9 m) long,
10 feet (3 m) wide and 6 feet (1.8 m) high, and had a depth of 11
feet (3.4 m) in 1994. Courtright is a Customs vessel reporting
station for pleasure craft.

(106) Mooretown, Ont., ison the E side of theriver 1.5 statute
miles (1.3 nm) above Courtright. The wharf at Mooretown had a
depth of 7 feet (2.1 m) in 1994 but had no facil i tiesforboaters. A
pile 52 feet (15.8 m) south of the SW corner of the wharf had an
elevation of 3 feet (0.9 m) in 1994,

(107) Stag Island is off the Canadian side of the river about 3
milesabove St. Clair Mid dle Ground. Themainvessel channel is
along the U.S. shore W of Stag Island. Shoals extend about 0.8
mile Sand 0.6 mile N from theisland and are marked at the outer
ends by lighted buoys. Stag Island Shoal Light is about
midlength of the shoals off the S end of theisland.

(108) The Canadian channel E of Stag Island, formerly the
upbound channel, had a control ling depth of 21 feetin 1950, but
is no longer maintained. A 167°15' lighted range marks the ap-
proach to Corunna, Ont., through the up per entranceto thechan
nel and past the shoals off the mouth of Talford Creek.

(109) Corunna, Ont.,isavil lageontheCanadianchannel E of
Stag Island. A ferry op er atesfrom Corunnato the E side of Stag
Idand.

(1100 Wharf.-Shell Canada, Ltd. oper atesawharf ontheE side
of St. Clair River N of the mouth of Talford Creek. The wharf is
1,000feet (305 m) long and 9 feet (2.7 m) high, with adepth of 23
feet (7 m) in 1994. Petroleum prod uctsare shipped andreceived,
and bunkering is available. A tank farm here makes agood land
mark.

(111) Detroit Edi sonMarysvillePower Plant wharvesareonthe
W side of the river about 2 miles above Stag Island.

(1120 Wharf 1: (42°55'22"N., 82°27'37"W.); 340 feet of berth-
ing space; 18 feet along side; deck height, 9 feet; open stor agefor
167,000 tons of coal; receipt of coal.

(113) Wharf 2; 500 feet above Wharf 1; 400 feet of berthing
space; 22 feet alongside; deck height, 9 feet; open storage for
53,000 tons of coal; receipt of coal.

(114) A buoy marksthe Sside of a 16-foot shoal on the E side of
the St. Clair River opposite Detroit Edison Marysville Power
Plant Wharf 1.

(115) An overhead power cable with a clearance of 177 feet
crosses the St. Clair River 1.9 miles above Stag Island.

(116) The upper part of the St. Clair River flows S between the
citiesof Port Huron, Mich., and Sarnia, Ont. Thehead of theriver
is entered from adredged chan nel that |eadsthrough the shal low
lower end of LakeHuron. A 180.3° lighted range on the E side of
the head of the river marks the approach to the river through this
channel. A racon is at the front light. Fort Gratiot Light
(43°00.4'N., 82°25.4'W.), 82 feet above thewater, isshown from
awhite brick conical tower on the W side of the river head.

(117) BlueWater Bridge, afixed highway bridge with a clear-
ance of 150 feet, crossestheriver just below the head. Thebridge
is prominentinap proachingtheriver.

(118) Caution.—Currentsin the upper part of the river are con-
siderable, at times 5 mph or more above the Blue Water Bridge
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and 4 mph or morefor 1 mile below the bridge. Upbound vessels
will ex peri enceaW set betweentheBlueWater Bridgeand L ake
Huron Cut Lighted Buoys 1 and 2. Mariners should use the low-
est possible safe speed in this reach to avoid damage to wharves
and moored vessels.

(1199 A 207Y2° lighted range on the W side of theriver 0.5 mile
below the BlueWater Bridge marksthe chan nel through the head
of theriver to just below thebridge.

(1200 Bay Point isalong nar row point that ex tends Salong the
E side of theriver about 1.4 milesbelow thehhead. A lighted buoy
markssub merged ruinsoff the Send of thepoint. A lighted buoy
marks an 18-foot shoal off the W side of the inner end of the

0i Nnt.

p(121) Caution.—An dternating one-way traf ficzoneisbetween
LakeHuron Cut Lighted Buoy 1 and St. Clair/Black River Junc
tion Light. (See 33 CFR 162.134 (c)(2), chapter 2, for regula-
tions.)

(1220 Anchorage.—Goodanchorage, clay and gravel bottom, is
abreast of Sarnia below the section of the rapids near the Blue
Water Bridge. Good holding ground and some eddy will befound
near the Canadian shorebelow the Canadian National Rail ways
Wharf. Vessels should anchor as close to shore as possible to
leave the midchannel clear for passing vessels.

(123) A railroad tunnd crosses under St. Clair River about 1
mile below the mouth of the Black River.

(124y Port Huron, Mich., acity at the S end of Lake Huron,
fronts the W side of the upper part of the St. Clair River. Black
River flows SE through the city and empties into the St. Clair
River 2.4 miles below its head.

(1255 Channels—A dredged channel leads from the mouth of
Black River upstream to about 0.4 mile above the Grand Trunk
Western Railroad bridge. In September 2001, the controlling
depthswere 5.7 feet (11.3 feet at midchannel) from the mouth of
the river to the 10th Street bridge, thence 3.0 feet (5.1 feet at
midchannel) to the Grand Trunk Western railroad bridge, thence
1.9feet (2.3 feet at midchannel) to the head of the dredged chan-
nel. Above the dredged channel, depths of 2 feet (3 feet at
midchannel) were available to the 1-94 bridge and 1 foot to the
Black River Canal. The channel is subject to shoaling. St.
Clair/Black River Junction Light marks the N side of the mouth
of the river.

(126) Fluctuations of Water Level —Each year spring freshets
causethelevel of the Black River to riseand fall from 4 to 6 feet.
Day-to-day level changes due to wind can amount to several
inches.

(127y Port Huron is acustoms port of entry.

(128) Quarantine, cusoms, immigration, and agricultural
guar antine.—(Seechap ter 3, Viessel Arriva Inspections, and ap-
pendix for addresses.)

(1299 Quarantine is enforced in accordance with the regula-
tions of the U.S. Public Health Service. (See Public Health Ser-
vice, chapter 1.)

(130) Coast Guard—Port Huron Coast Guard Stationisonthe
W side of the head of the St. Clair River just S of Fort Gratiot
Light.

(131 Harbor Regulations—A dow-no wake speed is en-
forced on the following sections of Black River: from the mouth
upstream to the Grand Trunk Western Rail road bridge, from 600
feet below to 800 feet above the-94 bridge, and from 1,000 feet
below to 500 feet abovetheinter sectionwith theBlack River Ca
nd.
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Structures across Black River at Port Huron

*Miles above the mouth of the river
**Clear width in feet proceeding upstream

Clear width in feet of Clear height in
draw or span feet above Low
No. Location and Name Kind Miles* openings** WaterDatum Remarks
Right Left Center
1 CSXRR bridge Railroad 0.09 100 6 Bascule. Note 1.
2 Military St. bridge Highway 0.33 73 13 Bascule. Note 1.
3 7th St. bridge Highway 0.50 83 12 Bascule. Note 1.
4 10th St. bridge Highway 0.94 90 18 Bascule. Note 1.
5 Grand Trunk Western RR bridge  Railroad 1.56 80 14 Bascule. Note 1.
6 Overhead cable Power 1.76 63
7 Overhead cable Telephone 2.05 40
8 1-94 bridge Highway 2.30 117 20 Fixed.
9 Overhead cables Power 2.33 28
&Telephone
10 Overhead cable Power 2.50 46
11 Overhead cable Power 2.85 64
Junction with Black River Canal 4.34
12 Overhead cable Power 4.41 41

Note 1.-See 33 CFR 117.1 through 117.59 and 117.625, chapter 2, for draw bridge reg u lations.

(132) Towage~Tugs for Port Huronareavail ablefrom Detrait.
(See Towage under Detroit.)

(133) Wharves—Port Huron has four deep-draft facilities. The
alongside depths given are reported depths.

(134 Port Huron Terminal Co. Wharf; (42°57'32"N.,
82°25'36"W.); 950-foot face; 25 to 29 feet alongside; deck
height, 8 feet; 50,000 square feet covered storage; 100,000
square feet open storage; two 18-ton cranes; rail and water con-
nections; receipt of general cargo, wood pulp, and beans; owned
by city of Port Huronandoper ated by Port Huron Ter mi nal Co.

(135) Winkworth Transit Co. Wharf: (42°58'17"N.,
82°25'12"W.); about 1,500 feet of berthing space; 27 feet along-
side; deck height, 8 feet; 50,000 square feet open storage; cranes
to60tons; rail connections; receipt of crushedlimestoneand salt;
owned and operated by Winkworth Transit Co.

(136) BlueWater AggregatesCo.Wharf: W side 0.9 mile be-
low the head of St. Clair River; 1,100 feet of berthing spacealong
natural bank; 28 feet alongside; deck height, 6 to 8 feet; open
storage for 300,000 tons of stone; rail connections; receipt of
crushed stone; owned by city of Port Huron and op er ated by Blue
Water Aggregates Co., Inc.

@137y PortHuron-SarniaTunne, arail way tunnel, crossesun
der St. Clair River from Port Huron Ter mi nal Co. Wharf Etothe
shores just W of the Imperial Oil Ltd. tank field at Sarnia, On-
tario, Canada.

(138) Small-craft facilities—The city of Port Huron and the
Michigan State Waterways Commission have jointly developed
small-craft facilities on the E side of the Black River just below
the Military Street Bridge, on the E side of the river below 7th
Street bridge, on the E side of the river between 7th and 10th
Street bridges, and on the W side of the river below the 1-94

bridge. Gasoline, diesel fuel, water, ice, electricity, sewage
pump-outfacil i ties, and harbormaster ser vicesareavail able. The
harbormaster moni torsVHF-FM chan nels 16 and 9. Other mari-
nasinBlack River addi tionally providelaunchingrampsandlifts
to 60 tons for hull, engine, and electronic repairs.

(139) Supplies—Water and some marine supplies and provi-
sions are avail ableat Port Huron Ter mi nal Co. Wharf. Bunker C
and diesel fuel are available at oil company terminals at Sarnia.

(1400 Communications—Port Huron has good highway and
rail connections. St. Clair County Air portis5milesSof thecity.

(141 Sarnia, Ont., isacity near the head of the St. Clair River
on the E side opposite Port Huron. The following is extracted
(partia) from Canadian Sailing Directions CEN304, Chapter
3, St. Clair River.

(1420 SarniaHar bour (42°59'N., 82°24'W.) ison the east shore
near the head of &. Clair River. Sarniaisa majorimportingand
exporting centre; petroleum products, rubber, chemicals, beans,
sand, tobacco, grainand fer til izer areex ported, andgrain, steel,
lumber, coal, crude oil, crushed stone and cement are imported.
All types of marine supplies and facilities are available, includ-
ing bunker and diesel fuel. Major marine repairs can be carried
out. The navigation season is from mid-March to the end of De-
ceber.

(143) The city of Sarnia, Ont. with a population of 74,376
(1991), is a petroleum refining and chemical producing area.
Open farmland lies east and south of the city. Sarnia Airport of-
ferssched uled passen ger ser vices. Sarniaisserved by theCana
dianNational Rail way and CSX Transpor tation. Good highways
connect Sarnia with other major cities.

(144) Sarniais a Customs land border reporting station for
passengers, general public, and commercial highway traffic, a
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vessel clearingstation for commercial vessels, and a vessel re

porting station for pleasurecraft.

(145) Immigration and agricultural inspection facilities are

also available at Sarnia.

(146) Sarnia Harbour is a Public harbour administered by

9.
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Bend.

(147)
(148)

Transport Canada. Thehar bour limitsincludetheCanadianwa

ters of K. Clair River from Point Edward to below Southeast

(Sarnia Harbour wharves are listed in the table.)
Point Edward, Ont., isavil lageon the E side of the head

of the &t. Clair River.

Sarnia Harbour-Major Facilities

Name Wharf length  Depth T Elevation tf Remarks
ft (m) ft (m) ft (m)

Note: All information in this table was provided by lo cal
authories. User should con sultlo cal authories for lat est
conditions;j.

Shell Canada, Ltd 2,000 (610) 27 (7.3) 115 (3.5) Bulk loadinganddischargingof petroleum products, and
bunkering.

Sun Oil Co. Ltd 1,000 (305) 22 (6.7) 8 (2.4) Bulk loadingoftankers.

Dow Chemical Co. 600 (183) 27 (7.6) 18 (5.5) Loading bulk liquid products.

Polymer Corporation 600 (183) 24 (7.3) 10 (3) General plant supplies and load ing of bulk lig uid prod ucts.

Mueller Brass Works 218 (66) 18 (5.5) Mooring posts.

Im perial Oil Ltd. All Imperial Oil wharves are fitted with manifoldsforhanding
bulk products.
The wharves have the usual facilities: lights, steamand fresh
water.

- Lower dock 720 (219) 22 (6.7) 8.5(2.5) This dock can accommodate a ship 600 feet (183 m) long.

- Dock 283 (86) 25(7.6) 8.5(2.5)

- No. 1 Crude 610 (186) 25 (7.6) 8.5(2.5)

-Cementdock 326 (99) 25 (7.6) 8.5(2.5) Lafarge Cement.

- Up per dock 592 (180) 22 (6.7) 8.5(2.5) A concrete wharf that joins Upper dock and No. 1 Crude dock
can ac com mo date a ship 1,000 feet (305 m) long.

Belton LumberCo. 1,000 (305)* 18 (5.5) Mooring posts. *Berthing length.

Reid Aggregates Ltd. 440 (134) 23 (7) 6 (1.8) Bulk stone storage.

Public wharf 1,040 (317) 24 (7.3) 6 (1.8) Electricity and fresh wa ter avail able Shed 300 x 40 feet (91 x
12 m). Shed 160 x 40 feet (49 x 12 m). Three sheds 140 x 40
feet (43 x 12 m).

Sarnia Elevator 900 (274) 22 (6.7) 5(1.5) Railway lines to wharf. Elec tri cal power and fresh wa ter avail-
able. Shed 475 x 100 ft (145 x 30 m).

TransportCanada 1,700 (518) 24 (7.3) Mooring dolphins

North Slip-East Side

Holmes Foundry Co. 262 (80) 20 (6.1) 7 (2.1) Grounded ship used as wharf. Self-unloaders discharge
sand.

CanadianNational Railways 1,100 (335) 18 (5.5) 10 (3) Formerly Canada Steamship Lines wharf. Rail way lines on

water wharf. Fresh and electricity available. Shed 750 x 100 feet
(229 x 30 m).

T Depth below chart Datum.

11 Elevationabove chartdatum



